RADIANT.

ARCHITECTURAL LIGHTING

Radiant Architectural Lighting provides innovative lighting for projects around the world.

For more information about any of the products below, or any other solutions from our extensive range, please contact our team who will be

happy to help, or arrange a virtual meeting to discuss your project.

33 Wigmore Street, London
Lighting design by Syntax

We worked with Ana Stojadinovic at Syntax Lighting to develop a new version of our award winning Centura System for a prestigious project in

London’s West End. The new design, with longer modules, provides a more cost effective and higher power version of the Centura system without

loosing any of the flexibility or customisation options.

Six elliptical Centura up and down light pendants were produced for the reception area of the Grade 2 listed 33 Wigmore Street building, home of
Debenhams first department store, which sits opposite the Wigmore Hall — one of London’s most celebrated concert venues.

The innovative design of the Centura system offers the flexibility to follow curved surfaces, encircle columns and domes, and to make irregular
shaped pendants, all whilst offering excellent lighting control and uniformity. The Centura System can be specified as bespoke fixed-shape
luminaires, or articulated lengths that can be hand-bent and locked on-site.

Each ellipse is formed from several sections that were joined together on-site, ensuring ease of handling and shipping. Because of its modular
design, the Centura system can be configured into any custom shape with no limitations on scale.

Custom satin brass anodized anti-glare louvres were specified, to match the architectural features in the reception area.
The pendants provide both ambient wide up lighting distribution, as well as highly controlled low-glare downlight output.

On the adjacent stairways twin Centura module fixtures, with the same finish and downlight light-engine as the pendants, were used as surface-
mounted downlights.

Dimming is controlled wirelessly via Casambi. Both the tuneable-white uplight effect and the fixed-white down-light effect were controlled
independently.

Downlight: high-power 30K 90 CRI LEDs with medium beam TIR optics — producing up to 4000 Lumens per metre.

Uplight: ambient Tuneable White - 27K to 50K - up to 1800 Lumens per metre, with both colour temperature LEDs on full power
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Centura 40 150 IP20 System
Modular, interior, custom fixed-shape LED pendant system
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