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1, 2, 3 or 4 x high power LEDs with Gaggione colour mixing lenses per 
module

Submersible cast stainless steel mini projector

Product description:
For use in underwater applications to create points of fixed or colour changing light
Up to 4 x Luxeon Z or CZ RGBW LEDs per module with Gaggione 32 mm Ø colour 
mixing lenses or 1 x Cree XHP 35 2 white LED.
Up to 6 Watts per 100mm module with all LEDs on full power.
12 to 30 Volt DC supply depending on application for SELV underwater use.
Adjustable in 2 planes depending on bracket type.
Submersible to 2 mtrs depth.
System components cast in 316 L stainless steel - suitable for use in saline and 
chlorine environments including pools, fountains and marine projects.
Side or back power feed.
Remote SELV constant current driver kit.
Dimming options available: DMX, 0 -10V and DALI.
Various LED colour and colour temperature and CRI options available.
Raw stainless steel, satin black, satin white or any RAL paint colour finish.
Adjustable angle mounting brackets or fixed angle mounting brackets.
Anti glare accessories including snoots and louvres available.

D 40 32 mm IP68 Stainless 
With 32 mm Ø Gaggione colour blend lens

Submersible cast 316 L stainless steel mini projector

Up to 600 Lumens per luminaire
with white LEDs.

Up to 240 Lumens per luminaire
with RGBW LEDs.
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Spotlight is rotatable 
and lockable on-site 
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Bracket can be 
swiveled to rotate spotlight 
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Anti-glare 
snoot:

20mm 

98mm

Custom combinations
of different colour 
temp. white-light LEDs 
& different colour-light 
LEDs can be specified

LUXEON Z 
CLUSTER x4

LLC25C Colour

LED / lens 
matrix

LLC25N Narrow

LLC25E Elliptical

LLC25W Wide

LLC25G Narrow/Medium

LLC25V  Very Wide

16.8°

12.9°

12.9° x33.2°

32.3°

16.3°

55.0°

Specify all 4x LEDs in cluster:

Far Red, Red, 
Deep Red, Red-
Orange, Amber,
PC Amber, Mint, 
Lime, Green, 
Cyan, Blue, 
Royal Blue, Violet

LED Colour / Colour Temp.(K)

22=2,200k
27=2,700k
30=3,000k
35=3,500k
40=4,000k
50=5,000k
57=5,700k
65=6,500k


